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FLEXOGRAFHIC INKS                                                                              SERIES FTP FOR POLYAMIDE INKS
Main Properties:This series of ink is capable of making excellent printing on the substrates.Suitable for surface printing and cold-seal application.Excellent resistance to dry and wet rub resistance scratching and flexibility,also have outstanding drying qualities and high gloss level. Heat resistance is however limited on polypropylene films.
Printing Substrates:Polypropylene,Polyethhylene and Paper.
For Metallized  polypropylene Primer Lacquer should be coated before printing.

Solvents
Isopropylalcohol

Retarder :Methoxypropanol or Ethoxypropanol
Production Viscosity :min.30 sec. (Din Cup 4,25 C)
Storage :max.12 months in closed original packing.
	COLORS
	REF.
	SOLID CONTENT %
	VISCOSITY
(DIN4, 25 C)
	LIGHT FASTNESS

	White
	FTP-0001
	52±4
	Min. 30 sec.
	7

	Yellow
	FTP-0013
	32±2
	Min. 30 sec.
	5

	Warm Red
	FTP-0053
	36±2
	Min. 30 sec.
	4

	Magenta
	FTP-0025
	35±2
	Min. 30 sec.
	4

	Blue
	FTP-0035
	36±2
	Min. 30 sec
	7

	Black
	FTP-0097
	39±2
	Min. 30 sec.
	7

	Varnish
	FTP-0080
	37±2
	Min. 30 sec.
	


Notice: Our technical data sheets are intended to inform and advise our customers,but can not include all possible factors.For this reason the different conditions prevalling in each individual printing job must be taken into consideration.In wiew of the wide range of different substrates  and other commercial products,we recommend to carry out own tests before printing.
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